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IMPORTANT: Computer Requirements
Minimum Computer Requirements
 Windows 10 PC
 Intel i7 Processor (AMD Equivalent: 8Core Ryzen)
 2.7 Ghz or greater
 8gb of Ram or greater
 Ethernet NIC Required: 100Mbps or greater
Recommended PCs with Sunlight-Readable Display
 Panasonic Toughbook
 Dell Rugged Laptop
 G-Tech Armor
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Set Ethernet Speed & Duplex to 100Mbps
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STEP 1: Right click on the internet icon 
located on the bottom right corner of your 
computer screen and select Open Network & 
Internet settings.

Before use, please follow the directions below to ensure that your ethernet speed 
and duplex is set to 100Mbps. 

STEP 2: Select Ethernet.
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STEP 3: Select Change adapter options.

STEP 4: Right click on the Ethernet icon and 
select Properties
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STEP 5: Select the Configure tab. 

STEP 6: Select the Advanced tab and scroll 
down to Speed & Duplex. Ensure that 100Mbps Full 

Duplex is selected and select OK. 
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Disable Low Energy Mode (Most PCs)
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Left click on the battery icon (on the bottom right of your screen). 
Make sure the toggle is moved all the way to the right, “Best 
performance.”

Before use, please follow the directions below to disable low energy mode on 
your PC:
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Disable Low Energy Mode (Windows 10 Home, or 
lesser versions)
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STEP 1: Right click on the battery 
icon located on the bottom left of 
your screen and select ‘Power 
Options.’

Before use, please follow the directions below to disable low energy mode on 
your PC: (FOR WINDOWS 10 Home or older versions) 

STEP 2: Select ‘Change plan settings.’ 
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STEP 3: Select ‘Change advanced 
power settings.’ 

STEP 4: Scroll to ‘Processor power 
management,’ on the popup screen, 
and click the dropdown menu.

STEP 5: Select the dropdown menu for 
‘Minimum processor state’ and click 
‘On battery %’

STEP 6: Adjust the percentage to, at 
least, 90. Click ‘Apply’ and click ‘OK.’
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Disable Energy Saving Settings for Ethernet Port 
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STEP 1: Open Device Manager 

Disable Energy Saving Settings for Ethernet Port (For most PC’s with Ethernet Ports)

STEP 2: Select ‘Network adapters’ dropdown menu 
and select ‘Realtek PCIe GBE Family Controller.’ 
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Step 3: Select ‘Power Management’ tab 
and deselect (uncheck) each setting. 

STEP 4: Select ‘Advanced’ tab and then select 
‘Energy Efficient Ethernet’ under the Property
window. Select ‘Disable’ under the Value
window. 
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STEP 5: Select ‘Green Ethernet’ under the Property window. Select 
‘Disable’ under the Value window. Click OK. 
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Static IP Setup 
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STEP 1: Set a static IP for your Ethernet 
adapter on the same subnet as the 
vehicle: 192.168.1.XXX 

I will use 192.168.1.150: 

To use the software, you will need to install it then connect the PC to the Control 
Console and set a static IP address on the Ethernet adapter you are using.
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Hit the “Windows” key 
and type “Ethernet 

Settings” into the field. 
Open Ethernet settings.
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SELECT “Change 
adapter options”
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Select the adapter you 
are using to connect to 

the Control Console, 
right-click and select 

properties
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Ensure "Internet 
Protocol Version 4 

(TCP/IPv4)" is checked 
and highlighted. Then 
select Properties. (Also 

uncheck "Internet 
Protocol Version 6 

(TCP/IPv6)")
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Toggle "Use the 
following IP address:" 

and enter the 
information shown in 
the top 3 fields, then 

select "OK”
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Install SRV-8 SubNav™ software version 1.2.26
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If you have issues connecting after setting the static IP, ensure you are using the cable provided. If it is only 
having issues connecting while the laptop is on battery power, contact us and we will assist in changing your 
power efficiency settings that may put your ethernet adapter into a standby mode.

It is recommended to use USB3.0 to Ethernet adapter with the system as your computer will store the settings 
for the adapter after setting them to a static IP. If you aren't using Windows 10, the guide may not match exactly 
what you see, and we can do real-time support with you over the phone.

Once all software is installed and your static IP is set: 1) Power on the vehicle and control console. 2) Open the 
Windows software - you should see the HD stream from the vehicle camera as well as information from other 
sensors. I recommend testing a recording, then hitting the back or home button and attempting to replay. If 
there are issues with this, it is likely due to permissions in the default directory and I suggest selecting a new 
directory for log files through the settings menu's last page.

Seatrac should be available once plugging in the transducer and setting the COM port and beacon ID.
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Seatrac Function
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1. Connect USBL X150 with 
computer through cable 
in package

2. Select beacon to Track:  
NO.2 , as pictured below

3. USBL ID: 1

4. Port:     go to windows 
device manager and find 
your USB to serial port

5. Distance information will 
be shown on screen
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Install Oculus Sonar Software 
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To use the Oculus, download the software from their website:
https://www.blueprintsubsea.com/sys/download.php?Id=oculus_viewpoint

The device should have a static IP address of 192.168.1.75.

Once all the standard software is validated and you are able to resolve your position using Seatrac
and see data on the Oculus, we have a beta version of software that we are just beginning testing 
on. It has Oculus integration and has improved the Windows User Interface with more information 
and vehicle controls. Both softwares allow control of the vehicle with the gamepad plugged directly 
into the laptop, you just need to enable the joystick in the settings menu. If you wish to test this, 
please let us know and we can assist.
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Select the icon circled in red in the upper left corner. The instructions will 
appear - follow the instructions. 30
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