VI I E Rﬁui:k Install Guide

- Please read instruction guide
| = v, thoroughly. Failure to do so
- could result in damage to tag!

Step 1 Placement )

Locate spot and use painter’s tape to hold tag - '- +
in place temporarily on windshield, headlamp . A A

or under plastic side view mirror. '-.M Viper Tag f_f"
If installing on windshield, please note that .

Viper tags are designed for interior use only and
should be placed on the INSIDE of windshield. Winds f_ ield

Try different tag positions to find the optimal
read range

*REMEMEBER because J.
vehicle makes and

model sizes vary,

placement will vary

from vehicle to ¢
vehicle I . 'Lh
J —
If reader is mounted I reader is mounted
on the left. then on the right. then
place tag on the left Pplace tag on the right
¥ T e Ty
Step 2 Test Your Tag p j y v
Now it is time to test your tag position. N H-— i bt

If the signal is not being received, then

you may need to reposition your tag. ./‘( | /

!



Step 3 Cleanin‘g surface
Clean surface per recommended auto
f ifati e :
{F installing on windshield, <lean p _ 4 :;L; i

on the INSIDE of windshield.

Step 4 Install Tag e

Remove tape and remove backing and place taq carefully on windshield, mirror

or headlamp.
Make sure there are no air bubbles between the tag and the surface.

Peel Off The Back

*Tag Is multl-directlonal

Place on Windshleld Place under mirror on Place on headlamp
plastic

b

J/ 4 Congratulations!

You have successfully Installed your TRES Viper Tag!

'.1 & For More Information, Visit Us @ www.tresrfsolutions.com
] or call us at B88-574-8737
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